Faceshield Design and Manufacture
		

CUTTING LIST
	Part
	Material
	Dimensions

	Headband
	2mm HIPS
	290x40x2

	Forehead spacers
	Modelling foam or upholstery foam
	30x30x20 or strip (150mm-200mm)

	Head strap
	25mm elastic webbing
	30x25x1

	Visor
	acetate
	A3 (297x400)

	Velcro fixings
	Self-adhesive velcro
	3(20x20) 



MANUFACTURE
	[bookmark: _GoBack]Part/ material
	Operation
	Tool/machinery
	Notes

	Headband 
	Marking out (.DXF and .dtd file provided)
	2D Design
	

	
	Cutting
	Laser cutter
	

	
	
	
	

	Forehead spacers
	Cut 
	bandsaw
	use push stick

	
	Finish rough edges
	glasspaper
	optional

	
	
	
	

	Head strap
	Mark out
	Pen/pencil
	

	
	Cut
	scissors
	

	
	
	
	

	Visor
	Marking out (DXF file provided)
	2D Design 
	DO NOT STACK ACETATE, IT WILL FUSE TOGETHER

	
	Cutting
	Laser cutter or diagonal cuts on guillotine
	Guillotine production faster as you can stack the acetate sheets

	
	
	
	

	Velcro fixings
	Mark out
	Pen/pencil
	

	
	Cut
	scissors
	










	Headband
	1. Fix foam blocks to back of HIPS headband using positioning jig
	Hot glue

	
	2. Thread elastic through locating slots and fix ends
	Stapler or hot glue

	
	3. Attach Velcro squares to front of headband using positioning jig
	Self-adhesive. USE ‘FEMALE’ SIDE UP

	
	
	

	Visor
	1. Attach Velcro squares to back of visor (ensuring alignment with Velcro on headband)
	Self-adhesive. USE ‘MALE’ SIDE UP
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